
  Redburn Road, Westerhope Industrial Estate, Newcastle upon Tyne, NE5 1PJ, UK. 

  T: +44 (0) 191 214 0404 F: +44 (0) 191 271 1611 

 E: info@hartdoors.com  www.hartdoors.com 

 

Available Colours 

  

Finish Lacquered 

Fire behaviour DIN 4102: B1  

BS 7837  

NFP 92507: M2  

D.M. 26.06.84 (UNI 9177): CL.2 EN 13501-1: B-s2-d0  

GOST: G1  

ÖNorm: B1  

Weight 900 g/m²  

DIN EN ISO 2286-2  

Tensile strength 4300 / 4000 N/50 mm  

DIN EN ISO 1421/V1  

Tear Strength 500 / 500 N  

DIN 53363  

Adhesion 20 N/cm  

PA 09.03 (intern)  

Temperature  

Resistance 

-40 °C / +70 °C  

DIN EN 1876-1 /  

PA 07.04 (intern)  

Crack  

Resistance 

100000 x Keine Risse  

DIN 53359 A No cracks  

Base Fabric DIN EN ISO 2076  

Manufactured under the internationally recognized standard of  

quality DIN 9001  
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Brilliant White 

958 

Light Grey 

705 

Royal Blue 

543 

Carmine Red 

370 


